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Optional extras
Almost all models are also available in the Elektra 
version which, thanks to integration with an inverter 
including 4 - 20 mA and pulse inputs, allows them 
to be managed with menus and functions typical of 
proportional dosing pumps

Ultra-reliable Spring range
The Spring range includes a broad range of 
hydraulic con�gurations, reaching high �ow rates 
up to 1,000 l/h, and back-pressure up to 20 bar

Energy-e�cient motors
A wide range of motors available to 
meet your application requirements

Low operating costs
Due to the outstanding ease of programming 
coupled with low maintenance requirement

Chemical applications
A wide range of materials available for 
superior chemical compatibility and suitable 
for high-viscosity chemical applications

Piston options
Piston available as standard in 
SS316 or ceramic

Diaphragm options
Mechanical diaphragm in PTFE

Features & bene�ts
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• Flow rate range: 40 - 1,000 l/h, up to 20 bar

• Wetted parts: SS316L, PVC, PTFE, FPM, EPDM and Ceramic

Spring PS2
Spring-return plunger piston dosing pump

� The PS2 series of piston dosing pumps o�ers 
multiple combinations of pump head, motor power 
and stroke lengths that enable it to be arranged in 
several hydraulic con�gurations, making the range 
suitable for multiple applications.

� PS2 pumps have a spring-return mechanism in a 
robust aluminium housing, and each model can be 
con�gured with two di�erent stroke rates. To adjust 
the �ow rate of the pump, the stroke length can be 
adjusted manually or even automatically, by using 
the Aktua kit controlled by a 4 - 20 mA signal or by 
a pulse-emitting water meter.

� PS2 pumps are available with a 3-phase or a single-
phase electric motor, both with IP55 protection.

Speci�cation

Model
Diameter

[mm]

Stroke 
length
[mm]

Frequency
[stroke/1’]

Flow rate
[l/h]

Max pressure [bar] Connections

Motor
[kW/pole]

Weight [kg] Packing 
size

L x W x H 
[mm]SS316L PVC SS316L PVC SS316L PVC

PS2E025A**T4000
25

25

58 40
20 10 BSPf �⁄�” BSPf �⁄�”

0.25/4 
(T4)

15.5 14.5

520 x 350 
x 590

PS2E025C**T4000 116 80

PS2E030A**T4000
30

58 55
20 10 BSPf �⁄�” BSPf �⁄�”

0.25/4 
(T4)

15.5 14.5
PS2E030C**T4000 116 112

PS2E038A**U4000
38

58 90
20 10* BSPf �⁄�” BSPf �⁄�”

0.37/4 
(U4)

18.5 15.5
PS2E038C**U4000 116 180

PS2E048A**D4000
48

58 140
20 10 BSPf �⁄�” BSPf �⁄�”

0.55/4 
(D4)

18.5 15.5
PS2E048C**D4000 116 284

PS2E054A**D4000
54

58 40
15 10 BSPf �⁄�” BSPf �⁄�”

0.55/4 
(D4)

20.5 16.0
PS2E054C**D4000 116 80

PS2E064A**E4000
64

58 250
10 10 BSPf �⁄�” BSPf �⁄�”

0.75/4 
(E4)

21.5 16/5
PS2E064C**E4000 116 505

PS2E076A**E4000
76

58 365
7 7 BSPf 1” BSPf 1”

0.75/4 
(E4)

28.5 18.5

650 x 300 
x 560

PS2E076C**E4000 116 730

PS2E089A**E4000
89

58 495
5 5 BSPf 1” BSPf 1”

0.75/4 
(E4)

30.5 19.0
PS2E089C**E4000 116 1,000

* Available with special Enforced Pump Head for use up to 16 bar
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Model

P Piston pump

Mechanism type

S2 Spring return

Stroke length [mm]

E 25

Piston diameter [Ø mm]

025 25

030 30

038 38

048 48

054 54

064 64

076 76

089 89

Stroke/1’ Ratio

A 58 24:1

C 116 12:1

Pump head Body Balls Piston Seat Sealings

21 SS316L SS316L SS316L SS316L FPM

24 SS316L SS316L SS316L SS316L EPDM

31 PVC Ceramic Ceramic PTFE FPM

34 PVC Ceramic Ceramic PTFE EPDM

Motor type kW Supply Size

S0 Without motor

T4 0.25 - 3ph 230 - 400 Vac, 50/60 Hz 71-B5

U4 0.37 - 3ph 230 - 400 Vac, 50/60 Hz 71-B5

D4 0.55 - 3ph 230 - 400 Vac, 50/60 Hz 80-B14

E4 0.75 - 3ph 230 - 400 Vac, 50/60 Hz 80-B14

Z4 0.37 - 1ph 230 Vac, 50 Hz 71-B5

L4 0.55 - 1ph 230 Vac, 50 Hz 80-B14

M4 0.75 - 1ph 230 Vac, 50 Hz 80-B14

N4 1.1 - 1ph 230 Vac, 50 Hz 71-B14 With breaker torque

Stroke regulation

0 Manual with adjustment knob

L Automatic, with linear actuator of Aktua series

Customisation

0 Standard

H High pressure

Optional

0 Standard

2 (S0 - without motor) + adapter kit

P S2 E 038 C 21 U4 0 0 0

Spring PS2 key code
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• Flow rate range: 1.5 - 304 l/h, up to 20 bar

• Wetted parts: SS316L, PVC, PTFE, FPM, EPDM and Ceramic

Spring PS1
Spring-return plunger piston dosing pump

� The PS1 series is designed for applications that 
require lower �ow rates than the PS2 series while 
o�ering multiple combinations of pump head, 
motor power and piston stroke length. This achieves
multiple hydraulic characteristics for adapting to a
large number of applications.

� Like PS2, each model can be con�gured with two 
di�erent stroke rates and is available with 3-phase 
or single-phase motors, both with IP55 protection. 

� Versions with a 12 Vdc motor are available that 
achieve �ow rates between 34 and 350 l/h at 
pressure up to 20 bar.

Speci�cation

Model
Diameter

[mm]

Stroke 
length
[mm]

Frequency
[stroke/1’]

Flow rate
[l/h]

Max pressure [bar] Connections

Motor
[kW/pole]

Weight [kg] Packing 
size

L x W x H 
[mm]SS316L PVC SS316L PVC SS316L PVC

PS1D006A**A4000
6

25

58 1.5
20 10 BSPf �⁄�” BSPf �⁄�”

0.18/4 
(A4)

10.0 8.5

435 x 295 
x 520

PS1D006C**A4000 116 3

PS1D011A**A4000
11

58 5
20 10* BSPf �⁄�” BSPf �⁄�”

0.18/4 
(A4)

10.0 8.5
PS1D011C**A4000 116 10

PS1D017A**A4000
17

58 11
20 10* BSPf �⁄�” BSPf �⁄�”

0.18/4 
(A4)

10.0 8.5
PS1D017C**A4000 116 22

PS1D025A**A4000
25

58 25
20 10* BSPf �⁄�” BSPf �⁄�”

0.18/4 
(A4)

10.0 8.5
PS1D025C**A4000 116 50

PS1D030A**B4000
30

58 35
20 10* BSPf �⁄�” BSPf �⁄�”

0.25/4 
(B4)

11.5 10.0
PS1D030C**B4000 116 70

PS1D038A**B4000
38

58 55
17 10* BSPf �⁄�” BSPf �⁄�”

0.25/4 
(B4)

13.0 10.0

520 x 350 
x 590

PS1D038C**B4000 116 110

PS1D048A**B4000
48

58 85
10 10 BSPf �⁄�” BSPf �⁄�”

0.25/4 
(B4)

13.0 10.0
PS1D048C**B4000 116 170

PS1D054A**B4000
54

58 110
8 8 BSPf �⁄�” BSPf �⁄�”

0.25/4 
(B4)

15.0 10.5
PS1D054C**B4000 116 220

PS1D064A**B4000
64

58 152
6 4 BSPf �⁄�” BSPf �⁄�”

0.25/4 
(B4)

16.0 15
PS1D064C**B4000 116 304

* Available with special Enforced Pump Head for use up to 20 bar
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Spring PS1 key code

Model

P Piston pump

Mechanism type

S1 Spring return

Stroke length [mm]

D 15

Piston diameter [Ø mm]

006 6

011 11

017 17

025 25

030 30

038 38

048 48

054 54

064 64

Stroke/1’ Ratio

A 58 24:1

C 116 12:1

Pump head Body Balls Piston Seat Sealings

21 SS316L SS316L SS316L SS316L FPM

24 SS316L SS316L SS316L SS316L EPDM

31 PVC Ceramic PTFE PTFE FPM

34 PVC Ceramic PTFE PTFE EPDM

Motor type kW Supply Size

S0 Without motor

A4 0.18 - 3ph 230 - 400 Vac, 50/60 Hz 63-B14

B4 0.25 - 3ph 230 - 400 Vac, 50/60 Hz 71-B14

H4 0.25 - 1ph 230 Vac, 50 Hz 71-B14

I4 0.37 - 1ph 230 Vac, 50 Hz 71-B14

Stroke regulation

0 Manual with adjustment knob

L Automatic with linear actuator of Aktua series

Customisation

0 Standard

H High pressure

Optional

0 Standard

2 (S0 - without motor) + adapter kit

P S1 D 011 C 31 A4 L 0 0
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• Flow rate range: 450 - 1,200 l/h, up to 4.5 bar

• Wetted parts: SS316L, PVC, PP, PVDF, PTFE, FPM, EPDM and Ceramic

Spring MS1 AVS
Spring-return diaphragm pump with Assisted Vacuum System®

� The AVS (Assisted Vacuum System®) is a technical 
solution patented by SEKO that helps overcome 
the typical functional limitations of pumps with 
a spring return. Using this mechanism allows 
pump performance to be improved by allowing 
dosing frequency to be raised (stroke/min) without 
compromising diaphragm lifespan.

� Thanks to AVS, Spring MS1 AVS can reach a 
�ow rate of 1,200 l/h while keeping noise and 
mechanical stress at a reduced level. Each model 
can be con�gured with two di�erent stroke rates 
and is supplied with a three-phase 2-pole electric 
motor with IP55 protection.

Speci�cation

Model
Diameter

[mm]

Stroke 
length
[mm]

Frequency
[stroke/1’]

Flow rate
[l/h]

Max pressure 
[bar] Connections

Motor
[kW/pole]

Weight [kg] Packing size
L x W x H 

[mm]SS316L Other

MS1C138H**W2000
138

6

156 450
4.5

BSPF 1”
0.55/2 
(W2)

18.5 12.5

520 x 350 
x 590

MS1C138Q**W2000 232 750 18.5 12.5

MS1C165Q**W2000 165 232 1,200 2 22.0 13.5
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Model

M Diaphragm pump

Mechanism type

S1 Spring return 

Stroke length [mm]

C 6

Diaphragm diameter [Ø mm]

138 138

165 165

Stroke/1’ Ratio

H 156 18:1

W 232 12:1

Pump head Body Balls Diaphragm Seat O-Ring

21 SS316L SS316L PTFE SS316L FPM

24 SS316L SS316L PTFE SS316L EPDM

31 PVC Ceramic PTFE PTFE FPM

34 PVC Ceramic PTFE PTFE EPDM

41 PVDF Ceramic PTFE PTFE FPM

44 PVDF Ceramic PTFE PTFE EPDM

51 PP Ceramic PTFE PTFE FPM

54 PP Ceramic PTFE PTFE EPDM

Motor type kW Supply Size

S0 Without motor

W2 0.55 - 3ph 230 - 400 Vac, 50/60 Hz 71-B14

Y2 0.55 - 1ph 230 Vac, 50 Hz 71-B14

Stroke regulation

0 Manual with adjustment knob

L Automatic with linear actuator of Aktua series

Customisation

0 Standard

Optional

A AVS  - Assisted Vacuum System®

M S1 C 165 W 51 W2 0 0 A

Spring MS1 AVS key code
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• Flow rate range: 5.5 - 500 l/h, up to 16 bar

• Wetted parts: SS316L, PVC, PP, PVDF, PTFE, FPM, EPDM and Ceramic

Spring MS1
Spring-return mechanical diaphragm dosing pump

� The MS1 series o�ers multiple combinations of 
pump head motors, stroke lengths and materials 
that allows operators the chance to select the 
optimal combination appropriate to the speci�c 
application in hand.

� Being membrane pumps, they represent an 
absolutely safe and leak-free solution to be used 
wherever chemical leaks, that are typical of plunger 
piston pumps, are not acceptable.

� To change the �ow rate of the pump, the stroke 
length can be adjusted manually with a knob or 
even automatically by using the Aktua kit  
controlled by a 4 - 20 mA signal or by a pulse 
emitter water meter. 

� Spring MS1 pumps can be supplied with a single or 
three-phase electric motor with IP55 protection, as 
well as with a DC motor working at 12 Vdc range 
that allows the pump to achieve �ow rates between 
23 and 620 l/h at pressure up to 16 bar.

Speci�cation

Model
Diameter

[mm]

Stroke 
length
[mm]

Frequency
[stroke/1’]

Flow rate
[l/h]

Max pressure [bar] Connections

Motor
[kW/pole]

Weight [kg] Packing 
size

L x W x H 
[mm]SS316L

PP/
PVC PVDF SS316L Other SS316L Other

MS1A064A**A4000

64

2

58 5.5

16 10 10 BSPf �⁄�” BSPf �⁄�”
0.18/4 
(A4)

10.5 8.5

520 x 350 
x 590

MS1A064B**A4000 78 8

MS1A064C**A4000 116 11

MS1A094A**A4000

94

58 20

16 10* 10* BSPf �⁄�” BSPf �⁄�”
0.18/4 
(A4)

11.0 8.5MS1A094B**A4000 78 26

MS1A094C**A4000 116 40

MS1B108A**A4000

108 4

58 60

10 10* 10* BSPf �⁄�” BSPf �⁄�"
0.18/4 
(A4)

13.5 10.0MS1B108B**A4000 78 80

MS1B108C**A4000 116 120

MS1C138A**C4000

138

6

58 155

7 7 7
BSPf �⁄�” BSPf �⁄�” 0.37/4 

(C4)
18.5 12.5MS1C138B**C4000 78 220

MS1C138C**C4000 116 310 BSPf 1” BSPf 1”

MS1C165A**C4000

165

58 230
5 5 5

BSPf 1” BSPf 1"
0.37/4 
(C4)

22.0 13.5MS1C165B**C4000 78 330

MS1C165C**C4000 116 500 3 3 3

* Available with special Enforced Pump Head for use up to 16 bar
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Model

M Diaphragm pump

Mechanism type

S1 Spring return

Stroke length [mm]

A 2

B 4

C 6

Diaphragm diameter [Ø mm]

064 64

094 94

108 108

138 138

165 165

Stroke/1’ Ratio

A 58 24:1

B 78 18:1

C 116 12:1

Pump head Body Balls Diaphragm Seat O-Ring

21 SS316L SS316L PTFE SS316L FPM

24 SS316L SS316L PTFE SS316L EPDM

31 PVC Ceramic PTFE PTFE FPM

34 PVC Ceramic PTFE PTFE EPDM

41 PVDF Ceramic PTFE PTFE FPM

44 PVDF Ceramic PTFE PTFE EPDM

51 PP Ceramic PTFE PTFE FPM

54 PP Ceramic PTFE PTFE EPDM

Motor type kW Supply Size

S0 Without motor

A4 0.18 - 3ph 230 - 400 Vac, 50/60 Hz 63-B14

C4 0.37 - 3ph 230 - 400 Vac, 50/60 Hz 71-B14

H4 0.25 - 1ph 230 Vac, 50 Hz 71-B14

L4 0.55 - 1ph 230 Vac, 50 Hz 80-B14

Stroke regulation

0 Manual with adjustment knob

L Automatic with linear actuator of Aktua series

Customisation

0 Standard

H High pressure

Optional

0 Standard

2 (S0 - without motor) + adapter kit

M S1 B 094 A 51 C4 0 0 0

Spring MS1 key code
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Solenoid-Driven 
Dosing Pumps
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Product Overview
Tekba-R Tekba Komba Tekna Kompact Invikta

Performance
Flow rate range [l/h] 2.5 - 110 2.5 - 110 3 - 5 0.4 - 110 3 - 5 0.2 - 5

Pressure [up to - bar] 20 20 10 20 10 7

Installation
Mode

Base mounted • • •

Wall mounted • • •

Bracket
for alternative mounting

• • • • • •

Power Supply

24 VAC • • •

230 VAC • • •

Wide range
100/240 VAC

• • • • • •

User
Interface

Analogue • • •

Digital • • • • •

Stroke Length
Regulation Mechanical •

Dosage Mode

Constant • • • • • •

Prop. (pulse- water meter) • • • • •

Prop. mA • • • • •

ppm / batch • • • •

Weekly • • • •

pH / Rx • • •

ATEX Zone 2 •

Communication
Wi-Fi • •

Modbus • • •

Pump
Head

PVDF standard • • • •

PVDF-T standard • •

Auto degassing PVDF • • •

SS316L • • •

O-Rings

FKM-B • • • • • •

EPDM • • • • • •

PTFE • • •

FFKM • • • •

Installation
Kit

PVDF • • • •

PVDF-T • • •

Solenoid-Driven 
Dosing Pumps
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Tekna & Kompact
Wall-mounted solenoid dosing pumps
Tekna and Kompact o�er precise chemical dosing for water-treatment professionals, 
with multiple models serving distinct applications, from basic requirements to complex 
high-end processes.

Delivering consistent, repeatable results, Tekna and Kompact are the go-to solution for 
many potable and wastewater treatment processes, with SEKO’s continuous re�nement 
of these systems meaning they always meet the latest local and national legislation.

Applications

� Commercial swimming pools

� Cooling water treatment

� Food & beverage

� Industrial water treatment

� Potable water treatment

� Power generation

� Wastewater treatment
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Features & bene�ts

Easy to �t
The installer-friendly bracket enables 
quick and simple wall mounting.

Premium seals
Available with special seals in FFKM 
or PTFE.

Quality and strength
Pump body comes in PVDF as standard.

Long-life diaphragm
PTFE diaphragm, guaranteed for 5 years.

Reliable seals
Standard seals in FKM-B or EPDM.

Robust and reliable
Robust and reliable for extended 
service life.

100%
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CEII 3GD 
Ex ic nA IIB T4 Gc 

Ex tc III CT120°C Dc IP65

Tekna is one of the most widespread, well-known and appreciated wall-mounted electromagnetic pump ranges in the 
world, a range that has evolved over the years by drawing upon the feedback of thousands of users across the globe. 
The series o�ers multiple models, with analogue and digital interfaces, able to satisfy every installation need and to 
o�er a reliable and e�ective solution in any situation.

• Flow rate range: 0.4 – 110 l/h, up to 20 bar

• Wetted parts: PVDF, SS316L, PTFE, FFKM, EPDM, FKM-B and Ceramic

• Analogue and digital range with constant or proportional dosage

Tekna
Wall-mounted solenoid-driven dosing pumps

� Numerous Tekna models are available, with analogic or digital interface, to satisfy almost any request from 
the market.

� Tekna delivers reduced energy consumption thanks to an embedded stabilised multi-range power supply 
(100 – 240 Vac, 50/60 Hz). Thanks to the SEKO patented algorithm, the solenoid only draws the power strictly 
required to activate the pump, based on the actual working conditions, which improves pump e�ciency and saves 
energy. The algorithm also compensates for any �uctuation of the power supply voltage, for giving a precise and 
accurate dosage in any condition.

� Tekna is also available in ATEX standard-compliant versions, with constant or proportional dosage functions and a 
digital interface. This model comes with a SS316L pump body as standard.

• Pump body in PVDF

• Kit available in PVDF or PVDF-T

• Patented algorithm for driving the solenoid

• AKS: Constant, with analogic
interface (potentiometer)

• AKL: Constant with level, analogic interface

• APG: Proportional dosing (4 - 20 mA/pulse), 
analogic interface

• TPG: Multifunction proportional dosing
(4 - 20 mA/pulse), digital interface

• TPR: Instrument-pump with pH/ORP input, 
digital interface

• TCK: Weekly timed pump, digital interface

• Available in ATEX-certi�cated models (Zone 2)

• Models available with 24 Vac and 12 Vdc
power supply

• Available with special seals in PTFE or FFKM

• Available with auto-degassing pump head
in PVDF

• Available with Modbus RTU RS485 port for:

 - Integrating the pump in a more complex
plant, locally managed by a PLC or an
industrial PC, where other Modbus devices are
already present

 - Connect the pump to a KommBox or a
KommSpot and, through them, to the internet
for management via the SekoWeb app or
online portal

Features
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Model

AKS Constant dosing, without input for level probe. Flow rate adjustable via analogic interface (potentiometer).

AKL Constant dosage, with input for level probe. Flow rate adjustable via analogic interface (potentiometer).

APG Proportional dosing to an analogue signal (4 - 20 mA) or to digital frequency signal (pulse). With analogic interface (potentiometer).

TPG Multifunction pump. Proportional dosing to an analogue signal (4 - 20 mA) or to digital frequency signal (pulse). PPM mode, Timer mode, batch mode and others. Digital interface.

TPR Instrument-pump. Dosage in accordance with the measured pH or redox value. PT100 probe input also available for thermal compensation. Digital interface.

TCK Timed pump. Weekly programmable dosage, at the programmed �ow rate, and other timed dosing modes. Digital interface.

Hydraulics
Pressure

[bar]
Flow rate

[l/h]
Capacity

[cc/stroke]
Ø Hydr 

Connections
IN / EXT.[mm]

Frequency
[stroke/min]

Consumption
[W]

Weight
[kg]

Packing size
L x W x H 

[mm]

500

20 0.4 0.06

4 / 7 delivery
4 / 6 suction

120 15 3.9
295 x 245 

x 185

16 0.8 0.11

10 1.2 0.17

6 1.5 0.21

600

20 2.5 0.35

4 / 7 delivery
4 / 6 suction

120 20 3.9
295 x 245 

x 185

18 3 0.42

14 4.2 0.58

8 7 0.97

603

12 4 0.42

4 / 6 160 20 3.4
295 x 245 

x 185

10 5 0.52

8 6 0.63

2 8 0.83

800

16 7 0.38

4 / 6 300 20 4.4
295 x 245 

x 185

10 10 0.55

5 15 0.83

1 18 1.00

803

5 20 1.11

8 / 12 300 40 4.4
295 x 245 

x 185

4 32 1.78

2 62 3.44

0.1 110 6.11

Power supply

N 100 - 240 Vac, 50/60 Hz Wide range

O 24 Vac, 50/60 Hz

L 12 Vdc

Liquid end Body Balls Diaphragm

H PVDF Ceramic PTFE

A Automatic degassing PVDF Ceramic PTFE

I SS316L SS316L PTFE

Installation kit

H PVDF

P PVDF-T

X PVDF - 1.5 bar injection valve

0 Without kit (ATEX only)

O-Rings

0 FKM-B

1 EPDM

2 PTFE

3 FFKM

Optional

0 Standard

Optional/customisation

00 Standard

M0 Modbus RTU RS485

X0 ATEX certi�cation (TPG and TCK only)

TPG 603 N H H 0 0 00

Tekna key code
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Kompact is a range of simple, reliable and compact wall-mounted solenoid-driven pumps. Designed to provide an 
e�ective response to the di�ering needs of the market, the series comprises multiple models, both with analogic and 
digital interfaces, to meet the most common installation conditions.

• Flow rate range: 3 l/h @ 10bar; 5 l/h @ 8bar

• Wetted parts: PVDF, PTFE, EPDM, FKM-B and Ceramic

• Analogue and digital range with constant or proportional dosage

Kompact
Compact wall-mounted solenoid-driven dosing pumps

� Kompact has been designed as a basic range of solenoid-driven pumps for less demanding applications without 
compromising on robustness and reliability.

� With Kompact, SEKO has struck the perfect balance between using premium components that guarantee full 
chemical compatibility in multiple applications while ensuring a�ordability for the operator.

� To satisfy every installation need, the range o�ers �ve di�erent models, for constant and proportional dosages; 
three with an analogic interface (potentiometer) and two with a digital interface (keyboard and 2x8 display).

• Pump body in PVDF

• Kit available in PVDF or PVDF-T

• AMS: Constant, with analogic
interface (potentiometer)

• AML: Constant with level, analogic interface

• AMC: Proportional dosing (pulse), analogic interface

• DPT: Multifunction proportional dosing
(4 - 20 mA/pulse), digital interface

• DRP: Instrument-pump with pH/ORP input, 
digital interface

• Available with special seals in FFKM

Features



19Solenoid-Driven Dosing Pumps

Model

AMS Constant dosing, without input for level probe. Flow rate adjustable via analogic interface (potentiometer).

AML Constant dosage, with input for level probe. Flow rate adjustable via analogic interface (potentiometer).

AMC Proportional dosing to a frequency digital signal (pulse), analogic interface.

DPT Multifunction pump. Proportional dosing to an analogue signal (4 - 20 mA) or to digital frequency signal (pulse). PPM mode, Timer mode, batch mode and others. Digital interface.

DRP Instrument-pump. Dosage according to pH or redox value. PT100 probe input also available for thermal compensation. Digital interface.

Hydraulics
Pressure

[bar]
Flow rate

[l/h]
Capacity

[cc/stroke]
Ø Hydr 

Connections
IN / EXT.[mm]

Frequency
[stroke/min]

Consumption
[W]

Weight
[kg]

Packing size
L x W x H 

[mm]

200
10 3 0.31

4 / 6 160 12 2.7
210 x 130 

x 1708 5 0.52

Power supply

N 100 - 240 Vac, 50/60 Hz Wide range

A 230 Vac, 50 Hz (solo per AMS)

O 24 Vac 50/60 Hz

Liquid end Body Balls Diaphragm

H PVDF Ceramic PTFE

Installation kit

E PVDF-T

H PVDF

X PVDF - 1.5 bar injection valve

Seals

0 FKM-B

1 EPDM

3 FFKM

Optional

00 Standard

Customisation

0

DPT 200 N H E 0 00 0

Kompact key code
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Twenty-three national SEKO companies across six continents means that, wherever you are, you enjoy 
the same exceptional level of service as every SEKO customer around the world. 

And an accredited partner distributor network allows us to provide local customer support in over 120 
countries, so you bene�t from region-speci�c knowledge and rapid delivery of goods as well as world-
class after-sales service and technical assistance.

Globally Present,
Locally Active

For everyone from buyers and engineers to end users, SEKO Hub is the ultimate all-encompassing platform that brings 
you to the heart of SEKO and gives you what you need when you need it.

Bringing together essential documents such as manuals, case studies, data sheets and brochures as well as tutorial 
videos, favourite products, an appointment booking system and so much more, SEKO Hub is a central personalised 
platform to revolutionise the way you work.

SEKO Hub is available online or via app, so you’re never without it whether you’re at work, at home or on the move. It’s 
your home for the complete SEKO experience, so join SEKO Hub and make our world a part of yours.

A world of SEKO in one 

SEKO Hub
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